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LCR-8200A/LCR-8200 Series Specifications 
The specifications apply when the LCR-8200A/LCR-8200 series are powered on for at least 60 minutes. 

 

  

 
 

SPECIFICATION 

MODEL LCR-8250A LCR-8230A LCR-8220A LCR-8210A LCR-8205A ------ 

 ------ LCR-8230 LCR-8220 LCR-8210 LCR-8205 LCR-8201 

TEST FREQUENCY 

 DC, 10Hz~50MHz; 

6 Digits, 

�²0.0007% 

DC, 10Hz~30MHz; 

6 Digits, 

�²0.0007% 

DC, 10Hz~20MHz; 

6 Digits, 

�²0.0007% 

DC, 10Hz~10MHz; 

6 Digits, 

�²0.0007% 

DC, 10Hz~5MHz; 

6 Digits, 

�²0.0007% 

DC, 10Hz~1MHz; 

6 Digits, 

�²0.0007% 

OUTPUT IMPEDANCE 

 25�ˆ  / 100�ˆ  SELECTABLE 

BASIC ACCURACY 

 �²0.08% 

TEST SPEED 

 MAX: 2.5ms(>10kHz), FAST: 50ms(>20Hz), MEDIUM: 100ms 

SLOW: 300ms, SLOW2: 600ms 

TEST SIGNAL LEVEL 

AC Voltage: 

AC Current: 

DCR Voltage: 

10mV ~ 2Vrms (FREQ. �œ1MHz), 10mV ~ 1Vrms (FREQ. > 1MHz or FREQ. �œ1MHz and RO=25�O) 

100�…A ~ 20mArms (RO=100�O), 200�…A ~ 40mArms (RO=25�O) 
1Vdc (40mA max.) 

MEASUREMENT PARAMETERS 

 Maximum four parameters can be measured and displayed at the same time  

Impedance (Z), Inductance (Ls / Lp), Capacitance (Cs / Cp), AC Resistance (Rs / Rp), Quality Factor (Q), 

���]�•�•�]�‰���š�]�}�v���&�����š�}�Œ���~���•�U�������u�]�š�š���v�������~�z�•�U�����}�v���µ���š���v�������~�'�•�U���Z�������š���v�������~�y�•�U���W�Z���•�������v�P�o�����~�}�����l���}�Œ�•�U Susceptance 

(B), DC Resistance (Rdc) 

LIST MEASUREMENT 

Listed Steps: 

Listed Parameters: 

Trigger: 

15 

Freq/Vac/Iac/DC Bias/Comp/BIN 

AUTO, REPEAT, SINGLE 

SWEEP MEASUREMENT 

Swept Graphical: 

Swept Parameters: 

Two of measurement parameters 

Freq/Vac/Iac/BIAS V, Keep Trace 

 


